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 REV.   DATA   MODIFICHE   FIRMA
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                                                        LEGEND

V1      Iron plate tank (capacity 350 LT.) with:  drain cap, ispection hole, visual level, level switch

M1     3 phase 15 kW 380 V 50 Hz electrical engine coupled to oil pump

P2       gear pump (62 l/min at 1450 rpm) with max pressure 100 bar

F6       60 micron inlet filter

F7       discharge filter, 25 micron βst >= 200 with overload gauge and safety bypass

PV1    pressure relief valve, integrated on  CETOP 05 mounting pattern

IV1     Automatic reciprocating valve 2/4 CETOP 05

CV1    G3/4" check valve

PG6     pressure gauge φ 63 - 160 bar fondo scala

HE5     water/oil heat exchanger (oil side: 1/2" IN OUT / water side : φ 45 mm IN OUT)

BV       3/4" ball valve for manual bypass of the circuit

CB1 φ 125 mm booster cylinder (lenght 670 mm, stroke 600 mm φ70 mm piston rod)

CV1     N°4 G 3/4" check valve  (booster gas side)

PS2      safety pressure switch (calibrated 261 bar)

SV4      safety valve 3/4" M - 1" F  NPT;  calibrated 275 bar

PT1      ATEX pressure transducer 250 bar

PG3      pressure gauge 250 bar


