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Appendix to certificate no. 121393-MEGH9 Ext.02

•
Appendix no.: 3
Dated: 16-february-200
Examination report(s):
124614 dated February 2009

Type break down (including specifications):

Manual cylinder valve use for eNG applications:

- VALE127 (bali type manual valve)
- VALE128 (bali type manual valve)
- VALE129 (bali type manual valve)
- VALE130 (bali type manual valve)
- VALE131 (bali type manual valve)

- VALE127RM (screw type manual valve)
- VALE128RM (screw type manual valve)
- VALE129RM (screw type manual valve)
- VALE130RM (screw type manual valve)
- VALE131 RM (screw type manual valve)

• VALE4XX
Available valve stem
W 28.8-14 DIN 477
1" BS341
%NGT
1" 1/4 BS341
% NPT
JIS B 8246
%IRAM
1" 1/8 12FX1" UNF
M27x2
1" 3/16 SAE-UN

Available side threads
M12x1 pipe 06
M12x1 pipe 01/4"
W'-18NPT
GW'
M12x1.25
M12x1 pipe 08

Available burst disc
375 bar - VALB32218
300 bar - VAL 14133 (PIG92211)

Available check valve
VNR47501

Working pressure: 260 bar
Temperature range: -40oG up to 85°G
Fuse plug melting temperature: 110 +/- 100G
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